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Pressure Control Valves
Series S*MTechnical Information

Features

• Pilot-operated sequence valve.

• 2 interfaces

- subplate mounting acc. to ISO 5781

- slip-in mounting acc. to ISO 7368.

• 4 pressure ranges.

• 3 adjustment modes.

- hand knob

- screw with hexagon socket

- DIN knob.

General Description

Series S*M pilot operated sequence valves enable a
hydraulic system to operate in a pressure sequence.
When the system pressure reaches the setting pres-
sure the valve opens and permits flow to the secondary
sub-system.

Specifications
General
Size NG10 NG25 NG32
Interface Subplate mounting acc. ISO 5781
Mounting Position As desired, horizontal mounting preferred
Ambient Temperature -20°C to +80°C (-4°F to +176°F)
Hydraulic
Operating Pressure Ports A and X up to 350 Bar (5075 PSI), connection B and Y depressurized
Pressure Range 75, 175, 250, 350 Bar (1088, 2538, 3625, 5075 PSI)
Nominal LPM 150 350 650
Flow (GPM) (39.7) (92.6) (172.0)
Pressure Fluid Hydraulic oil according to DIN 51524 ... 525
Viscosity Recommended 30 to 50 mm²/s

Maximum 20 to 380 mm²/s
Pressure Fluid Temperature

Recommended 30°C to 50°C (+86°F to +122°F)
Maximum -20°C to +70° (-4°F to +158°F)

Filtration ISO 4406 (1999), 18/16/13



Catalog HY14-2502/US

2502-H2.p65, dd

H103 Parker Hannifin Corporation
Hydraulic Valve Division
Elyria, Ohio, USA

H

Pressure Control Valves

Pressure
Range

AdjustmentSequence
Valve

S
Size Interface Pilot Oil Poppet

Spring

U
Seals

Code Pressure Range

07 70 Bar (1015 PSI)

17 175 Bar (2538 PSI)

25 250 Bar (3625 PSI)

35 350 Bar (5075 PSI)

10 NG10 Subplate
25 NG25 mounting
32 NG32

Code Size Mounting

M

Code Interface

Subplate
mounting
ISO 5781

Code Adjustment

L DIN lock

K Hand knob

Code Pilot Drain

1 Internal External

2 External External

Code Description

N Nitrile

V Fluorocarbon

Weight:
S10M 2.7 kg (6.0 lbs.)
S25M 4.5 kg (9.9 lbs.)
S32M 6.0 kg (13.2 lbs.)

Series S*MTechnical Information

Performance Curves

Ordering Information

Typical pressure curves at closing point

P1 = setting pressure
P2 = operating pressure
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Note:
Time and pressure underlap
depend on the characteristics
of a specific system.

Spool
Type

S08
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NG ISO-code x1 x2 x3 x4 x5 x6 x7 y1 y2 y3 y4 y5 y6

10 5781-06-07-0-00 42.9 35.8 21.5 - 7.2 21.5 31.8 66.7 58.8 33.4 7.9 - -
(1.69) (1.41) (0.85) (0.28) (0.85) (1.25) (2.63) (2.31) (1.31) (0.31)

25 5781-08-10-0-00 60.3 49.2 39.7 - 11.1 20.6 44.5 79.4 73.0 39.7 6.4 - -
(2.37) (1.94) (1.56) (0.44) (0.81) (1.75) (3.13) (2.87) (1.56) (0.25)

32 5781-10-13-0-00 84.2 67.5 59.5 42.1 16.7 24.6 62.7 96.8 92.8 48.4 3.8 - -
(3.31) (2.66) (2.34) (1.66) (0.66) (0.97) (2.47) (3.81) (3.65) (1.91) (0.15)

NG ISO-code B1 B2 H1 H2 H3 H4 H5 H6 L1 L2 L3 L4 L5 L6

10 5781-06-07-0-00 87.3 33.4 83.0 21.0 62.5  - -  - 29.0 94.8 - 141.0 181.0  -
(3.44) (1.31) (3.27) (0.83) (2.46) (1.14) (3.73) (5.55) (7.13)

25 5781-08-10-0-00 105.0 39.7 109.5 29.0 89.0  - -  - 34.7 126.8 - 141.0 181.0  -
(4.13) (1.56) (4.31) (1.14) (3.50) (1.37) (4.99) (5.55) (7.13)

32 5781-10-13-0-00 120.0 48.4 120.0 29.0 99.5  - -  - 30.6 144.3 - 141.0 181.0  -
(4.72) (1.91) (4.72) (1.14) (3.92) (1.20) (5.68) (5.55) (7.13)

NG ISO-code d1max d2max d3 t3 d4 t4 d5 d6

10 5781-06-07-0-00 15.0 7.0 7.1 8.0 M10 16.0 10.8 17.0
(0.59) (0.28) (0.28) (0.31) (0.63) (0.43) (0.67)

25 5781-08-10-0-00 23.4 7.1 7.1 8.0 M10 18.0 10.8 17.0
(0.92) (0.28) (0.28) (0.31) (0.71) (0.43) (0.67)

32 5781-10-13-0-00 32.0 7.1 7.1 8.0 M10 20.0 10.8 17.0
(1.26) (0.28) (0.28) (0.31) (0.79) (0.43) (0.67)

NG ISO-code
NBR FPM

10 5781-06-07-0-00 BK-M10 x 35-4pcs 68 Nm SK-UR10MN50 SK-UR10MV50
(50.2 lb.-ft.)

25 5781-08-10-0-00 BK-M10 x 45-4pcs 68 Nm SK-UR25MN50 SK-UR25MV50
(50.2 lb.-ft.)

32 5781-10-13-0-00 BK-M10 x 45-6pcs 68 Nm SK-UR32MN50 SK-UR32MV50
(50.2 lb.-ft.)

Surface finish

Tolerance at X and Y pin holes and screw holes ±0.1, at port holes ±0.2.

Bolt kit                    DIN912 12.9

Inch equivalents for millimeter dimensions are shown in (**)
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