Single acting cylinders

Micro-pneumatic, piston dia. 2.5 to 6 mm

FESTO
PNEUMATIC

Single acting cylinder
with return spring

Type EG-...

piaaaall

Type EG-2.5-...

Type EG-4-...

Type EG-6-...

The following types of oil are suitable for operation with lubricated com-

pressed air:

Suitable types of oil

BP ENERGOL 32

ESSO TELESSO 32
SHELL TURBO OIL T-32
MOBIL DTE OIL LIGHT

Order code Part No. + EG + piston dia. + stroke length

(see overleaf) Example: Piston dia. 4 mm, stroke length 15 mm = 15 887 EG-4-15-PK-2
Medium Compressed air, filtered (unlubricated*)

Design Piston cylinder

Max. permissible operating pressure 7 bar

Temperature range +5to +60 °C

Materials Bearing cap: nickel-plated bronze; cylinder barrel: Cu Zn 39 Pb 2, nickel-plated;
piston: X 12 Cr Ni S 18 8; seals: perbunan
Weight See overleaf
Piston dia. | Standard stroke | Min. thrust Spring return force min. —max. in N (1 N = 0.1 kp) Connection
lengths at 6 bar for
mm mm in N Stroke 5 Stroke 10 Stroke 15 Stroke 20 Stroke 25 tubing
2.5 5,10 1,7 0.6 1.2 0.6 1.2 2mm
4 5,10, 15, 20 6 1.5 2.9 1.5 2.9 1.8 2.6 1.5 2.6 2 mm
6 5,10,15,20,25 | 14 4.2 5.3 3.1 5.3 2.0 5.3 3.1 5.3 2.6 5.3 3 mm
* For lubricated compressed air, see table
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EG-6-5-PK-3 54 41
EG-6-10-PK-3 59 46
EG-6-15-PK-3 64 51
EG-6-20-PK-3 81 68
EG-6-25-PK-3 86 73
Qrder code
Part Type Piston Stroke Con- Weight
No. dia nection | kg
15 883 EG- 2.5- 5- PK-2 0.002
15 884 EG- 2.5- 10- PK-2 0.003
15 885 EG- 4- 5- PK-2 0.004
15 886 EG- 4- 10- PK-2 0.005
15 887 EG- 4- 15- PK-2 0.005
15 888 EG- 4- 20- PK-2 0.006
15 891 EG- 6- 5- PK-3 0.010
15 892 EG- 6- 10- PK-3 0.012
15 893 EG- 6- 15- PK-3 0.015
15 894 EG- 6- 20- PK-3 0.018
15 895 EG- 6- 25- PK-3 0.020
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FESTO
PNEUMATIC

Single acting cylinders
Piston dia. 6 to 25 mm

Single acting cylinder
with return spring

Type EG-...
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Special designs:

bid
4 §7

L1 cyinder barrel

made of brass

Out:lﬂ cyisidar
dbad

I I kulwn wilh
e costing + 53

53

Acxa-unitant
00 rod

¥

Nickesl-plaled
pi
ind .
S5 :fn.'"c:' i S8l

Heat-resislan|
Bseals for

i

temparalures
up to 150°C

S5 and S6 are not available for type
EG-6
S 7 is standard at type EG-6

The special designs can be combined. Installation of basic cylinder without mounting attachments.

Mounting with hexagon nut

Additional components (Sheets 1.310,
1.320):

#5p- Rod clevis, Type SG
=¥ Rod eye, Type SGS

==5{ Self-aligning rod coupler, Additional types of mounting attachments.

Type FK Foot mounting Foot mounting, adjustable Swivel mounting
Type HB (for piston dia. 16} Type JB (for piston dia. 12, 25) Type WB (for piston dia. 16, 25)
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Order code Part No. + EG + piston dia. + stroke length

(see overleaf) Example. piston dia. 16 mm, stroke length 40 mm = 2420 EG-16-40

Medium Compressed air, filtered (lubricated or unlubricated)

Design Piston cylinder

Max. permissible operating pressure 8 bar

Temperature range —20to +80°C

Materials Bearing cap: brass {dia. 8, 12), steel (dia. 16, 25), galvanized; cover cap: alumin-
ium (dia. 6, 12), steel (dia. 16, 25);
cylinder barrel: brass (dia. 6); steel, painted (dia. 12, 16, 25);
piston rod: X20Cr 13; seals: perbunan

Weights See overleaf

Piston | Standard stroke | Stroke lengths | Min. thrust Spring return force min.-max.* Connec-

dia. length min. —max. at 6 bar inN (1N =~ 0.1 kp) tion

mm mm mm N (=~ kp) | Stroke 10 Stroke 25 Stroke 40 Stroke 80

6 10, 25 1to 25 12 (1.2) 3.8 3.8 1.6 3.8 - - - - M5

12 10, 25, 40, 80 1 to 80 48 (4.8) 104 | 12 8.2 12 7.8 12 6.1 8.5 |G'/s

16 10, 25, 40, 80 11080 78 (7.8) 17 195 | 14.3 19.5 15 20 155 |20 G'/s

25 10, 25, 40, 80 1 to 80 215 (21.5) 243 | 25 22.5 25 20 25 16 25 G'/e

* Theoretical values
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6 - - 10 |4 3 - 8 M 8x1 |10 - 49 8 2 - M5 |13 8 -
12 10 - 10 |6 5 - 12 M12 x 15|16 - 565 |12 25 - Gl/s |19 14 -
25 56.5
40 66.5
80 99.5
16 10 12 |20 |6 8 M 8 (20 M20 x 15(25 20 75 22 2 30,5 |G'/s |30 - 7
25 75
40 75
80 115
25 - 18 |24 |9 10 M 10 |25 M24 x 15|30 - 88 24 2 - G'/s |32 - 9

Additional mounting attachments

Foot mounting

Foot mounting, adjustable

Swivel mounting

Type HB-16 Type JB-12 with retaining ring
JB-25 (dimensions in brackets) Type WB-16-B
WB-25 (dimensions in brackets)
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Basic cylinder Mounting attachments
Order code Order code Weight |Order code Weight | Materials
Standard design Special design
Part Type Piston Stroke Type Piston Stroke Special Part Type Piston
No. dia. dia. design | kg No. dia. kg
3621 EG- 6- 10 EG- 6- 10- S.. 0.028 - - -
2415 EG- 6 25 EG- 6- 25- S.. 0.030
11646 EG- 6- .. EG- 6- A S...
3617 EG- 12- 10 EG- 12- 10-  S. 0.095 2687 JB- 12 0.020 Anodized
2416 EG- 12- 25 EG- 12- 25- S.. 0.110 aluminium
2417 EG- 12- 40 EG- 12- 40- S.. 0.120
2418 EG- 12- 80 EG- 12- 80- S.. 0.200
11647 EG- 12- .. EG- 12- .- S.
3618 EG- 16- 10 EG- 16- 10- S.. 0.220 2682 HB- 16 0.070 Die-cast zinc
2419 EG- 16- 25 EG- 16- 25- S.. 0.235 aluminium
2420 EG- 16- 40 EG- 16- 40- S.. 0.260 9122 WB- 16-B |0.100 Galvanized steel
2421 EG- 16- 80 EG- 16- 80- S.. 0.450
11648 EG- 16- .. EG 16- ..- S..
4921 EG- 25- 10 EG- 25- 10- 8. 0.450 2688 JB- 25 0.125 Galvanized steel
4922 EG- 25- 25 EG- 25- 25- S.. 0.490 3429 WB- 25 0.155 Galvanized steel
4923 EG- 25- 40 EG- 25- 40- S.. 0.530
4214 EG- 25- 80 EG- 25- 80- S.. 0.605
11649 EG- 25- EG- 25- - S.
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