Pneumatic valves J, ISO 5599-1

Technical data — 5/2-way valves, double pilot

Flow rate
1200 ... 6000 |/min

General technical data

FESTO

ISO size 1 2 3 4

Valve function 5/2-way, double pilot

Constructional design Piston spool

Sealing principle Soft

Actuation type Pneumatic

Type of pilot control Direct

Direction of flow Reversible

Exhaust function With flow control

Manual override None

Type of mounting Via through-holes

Mounting position Any

Nominal size [mm] 8 11 14.5 18

Standard nominal flow rate [l/min] 11200 2300 4500 6000

Grid dimension [mm] 43 56 71 82

Pneumatic connection on sub-base 1,2,3,4,5 GYa G¥s Gl G¥%

12,14 Gls GYs GYs GYs

Product weight [g] 290 550 810 1800

Noise level [dBA)] |85

Certification Germanischer Lloyd
UL - recognized (OL)

Operating and environmental conditions

Operating medium Compressed air in accordance with SO 8573-1:2010 [7:4:4]

Note on operating/pilot medium Operation with lubricated medium possible (in which case lubricated operation will
always be required)

Operating pressure [bar] -0.9..16

Pilot pressure [bar] 2..16

Ambient temperature [°C] -10 ... +60

Temperature of medium [ -10 .. +60

Valve response times [ms]

ISO size 1 2,3 4

Dominant signal at 14 Dominant signal at 14
6 6/4 8 8 20
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Pneumatic valves J, ISO 5599-1

Technical data - 5/2-way valves, double pilot
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Materials
Sectional view (ISO size 4)

B L) L L L 4

i 1
1 o ‘!‘K 7777777777777777777777777 Fﬁ/
E\ ls]? i T J\ FW@ T i NI } R i
07 | 1 Y 1| Bli7a]
~ } 1N T ; ‘ I 1 } I T
\\sl \ l\{ ‘ 1 ]g ‘ } i } ‘ | ‘ 1;« } k

L 1 1 I AR v
IS0 size i1,2,3 4
Housing Die-cast aluminium, polyacetate Anodised aluminium, brass, polyurethane
- Seals Nitrile rubber Nitrile rubber, polytetrafluoroethylene carbon
Dimensions Download CAD Data =» www.festo.com/us/cad

ISOsize 1, 2,3
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Lz Captive mounting screws
IS0 size B1 B2 B3 D1 H3 H4 H5 L2 L3 L4 L5
1 42 28 6 M5 38 9 46.5 87.6 43.8 36 18
2 54 38 9 M6 48 9.5 56.5 123.4 61.7 48 24
3 65 48 12 M8 55 12 63.5 145.4 72.7 64 32
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Pneumatic valves J, ISO 5599-1

Technical data — 5/2-way valves, double pilot

Dimensions
ISO size 4

(
U W. =

Download CAD Data =» www.festo.com/us/cad
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182 Captive mounting screws
Ordering data
Circuit symbol Description 1SO size PartNo.  Type
4 2 1 151007  J-5/2-D-1-C
“ \ 1 2 151846  J-5/2-D-2-C
T T 3 151865  J-5/2-D-3-C
|| 4 12462 J-5/2-%4-D-4
513
4 2| With dominant signal at 14 1 151008  JD-5/2-D-1-C
1% \‘ ,,4 12 2 151847  |D-5/2-D-2-C
T | T 3 151866 )D-5/2-D-3-C
5 13
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